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Application instructions 
semaSORB PROBIRD DK400®- Pen  on the window  
 
Application 
The semaSORB PROBIRD DK400 - pen contains a reversible and extremely fast drying formulation. 
For manual coating of glass surfaces (windows, facade glazings, glass 
soundproof surfaces, terrace glazing, etc.) 
 
The glass surface must be thoroughly cleaned and dried with a soft cloth (lint-free) before using the 
pencil with lukewarm water (e.g. a splash of vinegar or lemon). Surfaces adjacent to the glass (frames, 
etc.) should be masked. Then apply stripes or line patterns (from approx. 10 mm width) to the dry 
glass surface (approach side) with a recommended line spacing of approx. 18 mm in a layer thickness 
of 10 - 30 μm . The faster the application speed, the lower the layer thickness and the visibility of the 
varnish for the human observer. Low film thickness also increases the adhesion and life of the coating 
strips. 
 
The formulation used here dries quickly. The coatings can be applied with low layer thicknesses very 
clear, transparent. The painted stripes are effective under real weather conditions on the outer pane. 
 
Shelf life 
In the present application stage, a minimum shelf life of up to 2 years in outdoor weathering is 
assumed. given. Longer shelf life depends on local and climatic conditions. Excessive cleaning can 
lead to detachment.   
 
Specifications for regular glass cleaning 
Window cleaning is carried out with cold, slightly acidified water (vinegar or lemon) without the addition 
of any surfactants. Usual glass cleaning tools (soft cleaning cloths, lip pullers). High mechanical Loads 
are to be avoided (rubbing, scratching and flat scraping on the disc surface, in particular with 
microfibre cloths, plastic scrapers or metallic tools ). 
 
Removing the semaSORB PROBIRD DK400 strips 
The semaSORB PROBIRD DK400 glass coating can be removed from the glass surface without 
leaving any residue. To preparation of the paint removal is the paint layer with lukewarm surfactant-
containing water (e.g. detergent) to soak and swell. After swelling of the strips, the removal must be 
carried out by rubbing vigorously with with a sponge. 
 
Note on the coating surface - limitation of usability: 
The most effective coating surface is always the approach surface of the glass, since both the 
Transmission (transparent effect) as well as the reflection (reflective effect) of the panes geometrical-
optical is effectively influenced. 
 
 
 


